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Metal Roofing Systems

1. Single Skin on Rigid Decking
Vicwest Roof profiles are ideal in applications where a solid deck 
is available for support. Our roof profiles are adaptable to any solid 
base material such as plywood, steel deck or concrete. To prevent 
internal air leakage, which can cause condensation problems, 
Vicwest recommends the use of a good air barrier over the 
structural material.

2. System 1000
For light industrial applications, choose the Vicwest System 1000 
as an economical and attractive roof. Vicwest roof products can be 
used as a single skin or with or without metal building insulation 
as required.

3. System 2000
The Vicwest System 2000 roof provides an upgraded system with 
an L-800 Liner sheet air vapour barrier and a wider range of 
insulation values from which to choose.

4. System 3000
The Vicwest System 3000 roof is designed for almost all roofing 
applications. It combines all the elements needed for a high 
performance weather tight roof. It integrates all necessary roofing 
components and provides a single source of responsibility for the 
roof design and construction. For a more economical approach, 
where the interior humidity of the building is less than 35%, the 
thermal barrier may be eliminated and deck fillers installed to 
support the side and end laps of the air vapour barrier. Caution 
must be exercised to ensure that humidity conditions during 
construction also remain below this level.

Images reflect the Marquis profile.  
Actual components will vary depending  
on roof profile selected.

vicwest.com
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Roof Systems &  
Corresponding Components

Accessories &  
Material Finishes

ROOF SYSTEM

Major  
Components

Single 
Skin 1000 2000 3000

Exterior Panel 3 3 3 3

Panel Clip 3 3 3 3

Metal Building 
Insulation 3

Semi Rigid 
Insulation 3

Rigid Insulation 3

Subgirt Clip 
System 3 3

L-800 Liner 3

Asphaltic Air/
Vapour Barrier 3 3

Gypsum Board 3

Structural Roof 
Deck 3

SYSTEM 
PRODUCT

SINGLE 
SKIN 1000 2000 3000

Tradition 100 3  3*

Tradition 150 3 3

Marquis 3 3 3 3

Prestige 3  

TSR 3 3 3 3

Exposed  
Fastener 3 3 3  3*

Material Finishes
Z275 Galvanized or AZM150 Aluminum-Zinc Alloy 
coatings are recommended for general installations.

WeatherXL® is Vicwest’s Silicone Modified Polyester 
(SMP) coating. With its unique resin system, this SMP 
topcoat combines a mix of ceramic and inorganic 
pigments. Selected WeatherXL® colors possess 
reflectance values that are Energy Star® qualified, meet 
current cool roof standards and help towards earning 
LEEDTM certification. In addition to outstanding colour 
performance, WeatherXL® is resistant to stains, abrasions 
and metal marking which allows it to endure the physical 
stresses of fabrication, transit and construction while 
minimizing cracking and marring. Vicwest is confident 
in the WeatherXL® system and is offering customers an 
extensive colour palette with exceptional film integrity 
and color protection. WeatherXL® is supported by a 
40-year limited warranty. Please refer to our colour 
chart for the tint that best matches your design and our 
compatibility chart for available gauges.

Vicwest’s Expressence finishes, utilizing the durable PVDF 
coating system in matte, satin or textured finishes, replicate 
natural materials like wood, stone and metal. Covered by 
a 40-year paint performance warranty, PDVF coating is 
based on Kynar® and Hylar® resins to provide maximum 
protection and optimal colour retention. Please refer to 
our Expressence Colour Card for a pattern finish that best 
achieves the desired effect. 

Closures
Types: 1. Metal closures to match finish of metal 
cladding. 2. Foam closures.

Availability: Both metal and foam closures are available 
for installation over and under panel for most Vicwest 
profiles.

Application: Metal closures are used to fill the voids 
of the exterior panel at peak and eave of roof. These 
closures allow air circulation within the panel between 
the exterior sheet and insulation to control condensation.

Foam closures are used to seal in weathertight and/or 
airtight installations.

N.B: For availability and colour selection of all these 
products, please contact Vicwest or visit vicwest.com.

* Special precautions must be taken, please contact a Vicwest representative
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Metal Roofing Systems

vicwest.com

System Products Reference Chart

400 mm

22 mm 38 mm

400 mm 450 mm

398 mm

45 mm

* For Field Curving contact Vicwest
Note: For slopes below 2:12 please contact your local Vicwest representative for specific recommendations

TRADITION 100 TRADITION 150 MARQUIS 450 PRESTIGE TSR SUPERVIC  
EXPOSED FASTENER

Panel Width 400 mm (15.75”) 400 mm (15.75”) 450 mm (17.72”) 508 mm  /  400 m  
    (20”)  /  (15.75") 610 mm (24”) Varies

Minimum  
Length 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) Varies

Maximum  
Length 12.2 m (40’-0”) 12.2 m (40’-0”) 12.2 m (40’-0”) 9.15 m (30’-0”) 12.2 m (40’-0”) Varies

Curve Over 
Length  3*  Call for Details

Mechanically 
Seamed 3 3

Requires 
Solid  
Substrate

3 3 3 3

Structural  
Spanning  
Capabilities

3
Batten Cap Required 3 3

No Exposed 
Fasteners 3 3 3 3 3

Minimum  
Slope / 
Degree

3 in 12 / 14.04˚
1 in 12 / 4.77˚  

(Membrane Required)

2 in 12 / 9.46˚
1 in 12 / 4.77˚  

(Membrane Required)

2 in 12 / 9.46˚
1 in 12 / 4.77˚  
(Batten Cap)

3 in 12 / 14.04˚ 1/4 in 12 / 1.19˚ 3 in 12 / 14.04˚
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20"
(508 mm)

1 1/2"
(38 mm)

1 1/2"
(38 mm)

16"
(406 mm)

610 mm (24.00")

69 mm
(2.72")

762 mm (30")

254 mm (10")19 mm (3/4")

TRADITION 100 TRADITION 150 MARQUIS 450 PRESTIGE TSR SUPERVIC  
EXPOSED FASTENER

Panel Width 400 mm (15.75”) 400 mm (15.75”) 450 mm (17.72”) 508 mm  /  400 m  
    (20”)  /  (15.75") 610 mm (24”) Varies

Minimum  
Length 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) 1.2 m (4’-0”) Varies

Maximum  
Length 12.2 m (40’-0”) 12.2 m (40’-0”) 12.2 m (40’-0”) 9.15 m (30’-0”) 12.2 m (40’-0”) Varies

Curve Over 
Length  3*  Call for Details

Mechanically 
Seamed 3 3

Requires 
Solid  
Substrate

3 3 3 3

Structural  
Spanning  
Capabilities

3
Batten Cap Required 3 3

No Exposed 
Fasteners 3 3 3 3 3

Minimum  
Slope / 
Degree

3 in 12 / 14.04˚
1 in 12 / 4.77˚  

(Membrane Required)

2 in 12 / 9.46˚
1 in 12 / 4.77˚  

(Membrane Required)

2 in 12 / 9.46˚
1 in 12 / 4.77˚  
(Batten Cap)

3 in 12 / 14.04˚ 1/4 in 12 / 1.19˚ 3 in 12 / 14.04˚
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Metal Roofing Systems

Metal Cladding, Decking and Roofing by Vicwest provides 
design professionals with the ability to design a building with 
environmental sustainability in mind. By incorporating Vicwest 
metal building components into your design, the environment of 
your build will continue to function properly and meet the needs 
of those who occupy it without endangering the health and 
welfare of future generations.

•	 Vicwest offers a variety of WeatherXL® finishes which 	
	 are Energy Star® qualified. Ask your representative for details.

• 	When permitted by local building codes, re-roofing 		
	 applications can require little removal of waste from building 	
	 sites resulting less in landfills.

• 	Vicwest Metal Roofing and Cladding Systems are 		
	 manufactured with recycled content. They are extremely 	
	 durable, have a long-life cycle and are 100% recyclable at  
	 the end of their life.

• 	Metal Roofing Systems by Vicwest can reduce cooling 	
	 consumption during summer months. This results in less 	
	 fossil fuels burning in the atmosphere, reducing smog  
	 and pollution.

• 	Vicwest’s manufacturing facilities recycle cardboard, paper, 	
	 wood and steel.  We’re always looking for ways to reduce 	
	 energy consumption.

• 	Vicwest metal roofing profiles can help designers earn LEEDTM 	

	 certification. Please visit our website at www.vicwest.com for 	
	 recent case studies showcasing these certified buildings.

• 	When installed on site, Vicwest Metal Roofing and Cladding 	
	 Systems will not release VOC’s (Volatile organic compounds) 	
	 into the atmosphere. This applies to interior installations.

vicwest.com

For further information on how steel can meet LEED® Canada 

requirements as outlined by the Canada Green Building Council, 

please visit our website for our ecoScorecard™. The ecoScorecard™ 

evaluates and documents the environmental benefits of our  

products making it easy for you to compile and print submisssion 

documents for LEED® and other green building programs. 

Vicwest is committed to revitalizing 
Canada’s forests and wildlife 
by contributing to Canadian 
environmental groups through 
various eco-gifts and sponsorships.

ENERGY SAVINGS & LEED™
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For over 85 years, Vicwest has been 
a leading manufacturer of premium 
quality metal cladding, roofing and 
decking in Canada, redefining and 

setting the standards in metal building 
construction and design.

Visit vicwest.com for our complete line 
of metal building products.

Wall Systems 

Roof Decks 

Floor Decks 

Roof Systems 

Steel Trims & Accessories 

Insulated Metal Panels  

Architectural Panels

See more projects at www.vicwest.com

OTHER VICWEST PRODUCTS
Vicwest has what you need to succeed



Up-to-date Information,
Best Practices, everything needed 
to work with Vicwest Steel Roof 
Systems in the most efficient 
manner, from the product line 
to specialty coatings, special 
projects and accessories.  
It’s all here for a complete 
roofing system.

The Vicwest Commitment

For more than 85 years, we’ve understood 

that people �choose Vicwest not only because 

we build superior products, but because we 

stand behind them. Every Vicwest product we 

sell is backed by leading system warranties, 

comprehensive service, and ultimate 

reliability. At Vicwest, we’re committed to 

continually improving upon and developing 

new building products to protect the places 

where we live, work and play. At Vicwest, 

we’re building for tomorrow.

 

Note: For more information about building with steel, 
please refer to the CSSBI publication on the structural 
integrity of steel building panels.

In accordance with ongoing efforts to improve our 
products and their performance, Vicwest Building 
Products reserve the right to change without notice the 
specifications contained herein.

The contents herein are for general information and 
illustrative purposes only and are not intended to serve 
as any type of advice. Every effort is made to ensure the 
accuracy of the information included in this brochure 
and it is believed that the information contained herein 
is accurate and reliable as of the date of publication. 
Vicwest Building Products does not warrant or represent 
the accuracy or reliability of any information included in 
this brochure. Any reliance on any information without 
consultation with Vicwest Building Products or a duly 
authorized representative shall be at the user’s own risk.

Vicwest Locations:
Edmonton, Alberta
Saskatoon, Saskatchewan
Stratford, Ontario
Burlington, Ontario
Victoriaville, Quebec
Memramcook, New Brunswick
Kensington, PEI

www.vicwest.com
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